Printer Driver & Label Printing Software Installation for the AWMS-245 Plus Series Printers
· Install printer driver BEFORE installing Label Printing Software

· Have printer setup with ribbon and labels loaded and printer cable installed with power turned ON

· When the Windows New Hardware Found window appears, click CANCEL and close the window

· Insert Impact Label Printing CD

· After CD auto starts, click Install Printer Driver. If the CD doesn’t Auto Start, from the Desktop, left click on the Start button, select Run, type in D:\autorun.exe, click OK. If your CD drive is not D, substitute the correct letter.
· Select the AWMS-245 Plus
· Select Install Printer Driver
· Click once on Bar Code Printer TT024-50 Plus
· Click Next
· When the window for printer name comes up, rename the printer name to AWMS-245 Plus. Do not select Use as Default Printer unless this computer is only going to be used for making our labels.
· Click Next

· Confirm the setting you have selected and click Finish.
· Click Return to Main.

· Click Install for a new installation or Update AWMS Printing Software if you already have our software installed.
· From  Welcome screen, click Next in each Window to accept default settings.

· Open the program from the Impact icon on your desktop

· Select System Defaults, Printer Selection tab, double click on the AWMS-245 Plus in the lower left box, putting it into the Default Printer box in upper left.

· Click Accept.

· You are now ready to create and print labels.

· If you are upgrading from the 402TT printer, you no longer need to calibrate when changing from one heat shrink marker size to another.

